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CABLE TEST RESULTS
Required Cable Test Information
Tests Required
General Tests Required - Insulation Resistance Tests (Phase to Phase & Phase to Earth)
Additional Tests Required - Insulation Resistance Tests for HV cables (Screen to Earth)
Additional Tests Required - Insulation Resistance Tests for LV cables (Phase to Neutral & Neutral to Earth)
Minimum Equipment Required
LV Cable Tests - A 500v Insulation Resistance Tester (Minimum range 200 M Ω)
HV Cable Tests - A 1000v Insulation Resistance Tester (Minimum range 200 M Ω)
Minimum Results Required
LV Cables                                                                                                  HV Cables
New Cables - 200 M Ω                                                                                    New Cables - 200 M Ω       
Existing Cables - 20 M Ω                                                                                Existing Cables - 100 M Ω  
Existing Cables Advisory - 0.1 M Ω                                                             Existing Cables Advisory - 5 M Ω
(Cables that only obtain Existing Cables Advisory readings may be returned to service, but notification must be made to the manager responsible for Maintenance and Replacement Planning)
Insulation Resistance Tests
HV Cables Insulation Resistance
200 M Ω Minimum (New Cables) / 100 M Ω Minimum (Existing Cables)
Phases to Earth
Test Result 
Pass / Fail
Cables Phase to Phase
Test Result
Pass / Fail
"A" Phase
M Ω
"A - B" Phase
M Ω
"B" Phase
M Ω
"A - C" Phase
M Ω
"C" Phase
M Ω
"B - C" Phase
M Ω
Cable Screen
M Ω
LV  Cables Insulation Resistance
200 M Ω Minimum (New cables)  /  20 M Ω (Existing Cables)  /  Advisory - 0.1 M Ω 
Phase to Earth
Test Result 
Pass / Fail
Cables Phase to Phase
Test Result 
Pass / Fail
Phase to Earth
M Ω
Phase to Neutral 
M Ω
Neutral to Earth
M Ω
Phases to Earth
Test Result 
Pass / Fail
Cables Phase to Phase
Test Result 
Pass / Fail
"A" Phase 
M Ω
"A - B" Phase
M Ω
"B" Phase 
M Ω
"A - C" Phase
M Ω
"C" Phase 
M Ω
"B - C" Phase
M Ω
Neutral to Earth
M Ω
Phase to Neutral 
M Ω
a
You have not completed all of the required fields. Please review the form and complete all of the highlighted fields:
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