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GENERAL ARRANGEMENT

66kV UGOH FOR CONCRETE POLE

STANDARD CONSTRUCTION

STD

-

PATRICIA RIOS

ADAM BRADFORD

300mm† TO 800mm† - TWIN CABLES PER PHASE

55

INSTALL ONLY WHEN TOP
PHASE CABLE RUNS UP 
BACK OF POLE OR WHEN
UGOH IS TEEING OFF
THROUGH TERMINATION

56

ONLY REQUIRED WHEN
UGOH IS TEEING OFF 
THROUGH TERMINATION

 2

FRONT VIEW

IF OPGW NOT REQUIRED THEN INSTALL
OHEW TERMINATION TO DRG : 519450 ARR-2.
EARTH BAR MUST STILL BE CONNECTED
DIRECTLY TO OHEW VIA 240mm† Cu CABLE.
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TERMINATION AS SPECIFIED
IN DESIGN DOCUMENTATION.
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SIDE VIEW

SEE DETAIL 1
SHEET 2

SEE DETAIL 2
SHEET 2

SEE DETAIL 8
SHEET 2

REAR ISOMETRIC VIEWFRONT ISOMETRIC VIEW

NTS

SEE DETAIL 4
SHEET 2

SEE DETAIL 3
SHEET 2

SEE DETAIL 6
SHEET 2

SEE DETAIL 5
SHEET 2

SEE DETAIL 11
SHEET 2

SEE DETAIL 7
SHEET 2

NOT TO SCALE NOT TO SCALE

EARTHING SCHEMATIC - OPTION 1

SINGLE POINT BONDED SYSTEM

EARTHING SCHEMATIC - OPTION 2

CROSS BONDED SYSTEM

OPGW OPGW

70mm†
SURGE
ARRESTER 1

70mm†
SURGE
ARRESTER 3

70mm†
SHEATH
VOLTAGE
LIMITER 1

70mm†
SURGE
ARRESTER 2

70mm†
SHEATH
VOLTAGE
LIMITER 2

70mm†
SHEATH
VOLTAGE
LIMITER 3

240mm†
EARTH CONTINUITY
CONDUCTOR
(RUN PARALLEL TO
UNDERGROUND CABLES)

70mm†
EARTH BONDING LEAD

240mm†
EARTH CONTINUITY
CONDUCTOR
(ATTACHED DIRECTLY 
TO OPGW DEADEND)

70mm†
SURGE
ARRESTER 1

70mm†
SHEATH 1

70mm†
SURGE
ARRESTER 2

70mm†
SHEATH 2

70mm†
SURGE
ARRESTER 3

70mm†
SHEATH 3

240mm† EARTH CONTINUITY
CONDUCTOR
(ATTACHED DIRECTLY 
TO OPGW DEADEND)

70mm† EARTH BONDING LEAD

OPTION FOR SOLIDLY EARTHED SURGE ARRESTER
(TYPE - COOPER U205404236C5AAA)
USE LARGE MOUNTING BRACKET DRG : 202647 ITEM 1
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NOMINAL GROUND LEVEL
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NOTES (DIRECTION OF TERMINATION)

THE CENTRE PHASE CABLE MAY ALSO BE RUN UP THE BACK
OF THE POLE (i.e. OPPOSITE SIDE OF POLE TO INCOMING
OVERHEAD CONDUCTORS) BY:
 1. REVERSING THE SIDE OF THE POLE THAT THE CROSSARM
     IS MOUNTED,
 2. BY REVERSING THE DIRECTION OF THE AERIAL CONDUCTOR
     TERMINATIONS,
 3. BY USING A BRIDGING LINE POST INSULATOR FOR THE
     DROPPER CONDUCTOR ON THE TOP PHASE.
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