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FOOTING DETAILS FOR 15m-20m STEEL FLANGE MOUNTED LIGHTNING SPIRE.

FOOTING DETAILS FOR 7m-12m STEEL FLANGE MOUNTED LIGHTNING SPIRE.
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NOTES:

    LABELLED WITH CABLE DESTINATION.

2.  ALL CONNECTIONS TO BE CLEARLY & PERMANENTLY

1.  ONLY ONE CONNECTION TO BOLT ALLOWED.

SEE DETAIL FC.

FOOTING USING STAINLESS STEEL SADDLES, SEALANT & ANCHORS.

7.  STRANDED EARTH CONDUCTORS TO BE SECURED TO CONCRETE

LABELLED WITH CABLE DESTINATION. SEE DETAIL LC.

6.  ALL CONNECTIONS ON EARTH BARS TO BE CLEARLY & PERMANENTLY 

LIGHTNING SPIRE AND FLOODLIGHTING 2 LIGHT DESIGN GENERAL ARRANGEMENT

LIGHTNING SPIRE AND FLOODLIGHTING 4 LIGHT DESIGN GENERAL ARRANGEMENT

3.  ALL DIMENSIONS ARE IN MILLIMETERS UNLESS NOTED OTHERWISE.

4.  DO NOT SCALE, DIMENSIONS TAKE PRECEDENCE.

5.  (BW) WITH STOCK CODES INDICATES BLACKWOODS PRODUCTS.
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